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Equipment: Japan RICOH GENS 4K Spraying machine

Excellent air permeability, does not affect acoustic function
Imported Eco-friendly ink without harmful gas emission

Diversified raw materials for customers’choices; Those offered by
customers are acceptable I's a perfect integration when are applied
into homes, offices and entertaining spaces.

Imagine, Perfect combination between acoustic and sounds.
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Equipment: Japan RICOH GENS 4K Spraying machine Y
Excellent air permeability, does not affect acoustic
function Imported Eco-friendly ink without harmful
gas emission Diversified raw materials for custom-
ers'choices; Those offered by customers are
acceptable I’s a perfect integration when are applied sem " eoom
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Fabric Acoustic
Panel

Fabric Acoustic Panel

Name : Fabric acoustic panel

Model no.: CM28/30/60/120 (Right angle) CM28T/30T/60T/120T (Chamfer)

Base material : Soundbox customized inorganic acoustic glass fiber (yellow in color)

Fireproof grade : Base material grade A;cloth grade B/C lame retardant

Frame : Light high - strength metal frame

Finish : Acoustic cloth(GRADE A/B/C)/ Imagine Spray painting

Main features : patented easily installed solution; Up to international EO standard; This new design,
M-softpack performs much better in sound absorption than the older one whose sounf absorbing
function is sacrificed at least 10% because of the resin solidified frame

Standard size : 300x300/600/1200mm, 400x400/800/1200mm, 600x600/1200/1800 mm,
Thickness 28/30/60/120 mm

Customized size range : 200mms<wW<1200mm; 200mms<W<2400mm

Name : Fabric acoustic panel
Model no.: CM28E/30E/60E/120E (Right angle) CM28ET/30ET/60ET/120ET (Chamfer)
Base material : Soundbox customized inorganic acoustic glass fiber (white in color)

Scope of application : Multi-purpose hall, banquet hall, churches, cinema, broadcast studios etc

Fireproof grade : Base material grade A;cloth grade B/C flame retardant

Frame : Light high - strength metal frame

Finish : Acoustic cloth(GRADE A/B/C)/ Imagine Spray painting

Main features : Patented easily mounting solution; Zero formaldehyde emission meets International
EO standard; This new design functions much better than the older type by the more precise frame,
Eco-friendly, lame retardant and moisture proofing

Standard size : 300x300/600/1200mm, 400x400/800/1200mm, 600x600/1200/1800 mm,
Thickness 28/30/60/120 mm

Customized size range : 200mmswW<1200mm; 200mms<W<2400mm

Scope of application : Meeting rooms, Offices, classrooms, cinemas, music room, recording studio,

reading room etc.
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